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1. MATERIAL:
CARD INSERTED

1.1 INSULATOR:LCP,UL94V-O: COLOR:NATUREWRITE PROTECT:UNLOCK
1.2 CONTACT:BRASS,T=0.20mm
1.3 SHELL:BRASS/SPTE,T=0.20mm

2. FINISH:
26. 60 @1. 00 @1. 50 2.1 CONTACT: GOLD FLASH PLATED IN CONTACT AREA

6*2.5=15.00 21. 00 5Ou"MIN. TIN PLATED IN SOLDERAREA
5. 63 3Ou"MIN. NICKEL UNDERPLATED OVERALL.
8. 13

1. 23 2.2 SHELL:5Ou"MIN.NICKEL PLATED OVERALL.

9. 75 3.ELECTRICAL CHARACTERISTICS
1. 20 3.1 CURRENT RATING:AC/DC 0.5A.

2*0. 70 9*1.00
3.2CONTACTRESISTANCE:2OmQMAX.

3.3 INSULATION RESISTANCE:100MQ MIN DC 500V.
3.4 DIELECTRIC WITHSTANDING VOLTAGE:AC 5OOVPER MINUTE.

4. NOTES :
4.1 THIS COMPONENT AND ITS HOMOGENEOUS SUBCOMPONENTS ARE

RoHS2.O COMPLIANT.
11. 50 09

21. 00 4.3 COPLANARITY IS O.1MM MAX
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4*1.50

28. 60 GENERIAL TOLERANCE
KINGCONN

RECOMMENDED P.C.B HOLE LAYOUT

COMPONENTSIDEVIEW(TOLERANCE:+/-O.O5)
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