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REV MODIF ICATION

NOTE: ECXXXXX
1.MATERIAL:

1.1 INSULATOR: HIGH_TEMPERATURE PLASTIC UL 94 V0;
1.2 CONTACT: COPPER ALLOY
1.3 SHELL:STAINLESS STEEL

2.ELECTRICAL CHARACTERISTICS;
2.1 CONTACT_RESISTANCE:,4OmQ Max FOR INITIAL. 10mQ CHANGE AFTER

TEST. MEASURE AT 20mV, 100mA.
2.2 CONTACT CURRENT RATING: 3A FOR VBUS PIN: 1.25A FOR VCONN PIN.
2.3 DIELECTRIC WITHSTANDING VOLTAGE: 10OV AC R.M.S.
2.4 INSULATION RESISTANCE_10OMO_Min
2.5 OPERATING TEMPERATURE:-40'C

3 MECHANICAL CHARACTERISTICS:
3.1 MATING FORCE: 5~20 N.
3.2 UNMATED FORCE: 6~20N AFTER TEST
3.3 DURABILITY: 10,000 CYCLES

4.PLATING

4.2 SHELL: 50u" NICKEL ALL OVER,

6.69+8:845A1 A12

0.10
B12 B1

0.80
6.78 0.64 10.80

2.00 0.888.26
1.25 1.60

8.94 7.20 2.40

3.20

7.25 4.80
5.50 5.60

0.50 PIN SIGNAL NAME PIN
00

SIGNAL NAME
1.70 0.50 0.30

GNDA1 B121.40 GND3.00 0.95
A2 TX1+ B111.01 RX1+

TX1- B10A3 Rx1-
0.11

A4 VBUS B90.00 VBUS
0.65 A5 CC1 B8-0000- SBU2

1.25 A6 D+ B71.35 D-
A7 D- B6 D+

.8
0

2.
00

3.
20 A8 SBU1 B5 CC2

A9 VBUS B4 VBUS
A10 B3RX2- TX2-

.2
0

.4
0

5.
20 A11 RX2+ B2 TX2+

A12 B1GND GND
7.20

GENERIAL TOLERANCE
KINGCONN4-0.50

.8
9

60
'

PCB EDGE

(THICKNESS:1.2mmOR1.5mm)

7USB31-F0-0029mm 7USB31-F0-0029

ROHS 11SCALE SHEET

11
QP-701-03-R


