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RECOMMENDED P.C.BSRD LAYOUT

PIN Assignment-4.75- 1.25-2-
PIN NO.NTES: Signal

1.MATERIAL: GND

1-1 Housing: Engineering plastic,LcP with G.F PERn1
reinforced,black per UL 94V-0 rate.CARD VER STROKE POSLTION PERp1

CARD LOCK POSLTION 1-2 Slider: Engineering plastic,LcP with G.F reinforced,blac1.53
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- GND
-14.88 per UL 94V-0 rate. PETn1

29.75- 1-3 Terminai: Phosphor Bronze,per JIS 5191,0.2t. PETp1
1-4 Spring: Piano thread.

CARD EJECTED UT PSLTION 1-5 Metal: coveriStainless steel sheet sus304,0.2t. Reserved
2.50l

1-6 Crank: Stainless rod us 304. Reserved
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1-7 Card lockiStainless steel sus304. PERST#
10 +3.3V

11 CLKREQ#

12 INS#
3.RoHS: compliant products.

134.PERATING TEMPERATUFE:-25*~+85*C PEFCLK-
145.ELECTRNICALSPECIFICATIN: PEFCLK+

15CURRENT:DC 0.5A GND
VOLTAGE:DC 5V 16 PERn0
D.W.VLTAGE:AC500VrmS/min. 17 PERp0

18 GND

19 PETn0
20 PETp0
21 GND

GENERIAL TOLERANCE
KINGCONN

XX*+ 1
XQD PUSH 15u"

7XQDP-C0-0001mm 7XQDP-C0-0001

RoHS 1:1

QP-701-03-R


